Flail mower

LIGHT, STRONG AND OF STABLE VALUE
THROUGH THE USE OF HIGH QUALITY COMPONENTS

FRONT MOUNTED, REAR MOUNTED AND WITH HERBICIDE

- POSSIBLE WITH ALL MODELS

THANKS TO INNOVATIVE MULCHING TECHNOLOGY

MASSIVE CUTTING CAPACITY

SIMPLE, CONVENIENT AND FAST

MAINTENANCE AND CLEANING
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M2-C150 & M2-G170

- Lightweight and compact
One-side swing

Two knives

Lateral movement parallelogram
Selectable cutting direction

M2-F210 & M2-D230 &
M2-K250

- Lightweight and compact

- Both side swing

- Three knives

- Lateral movement parallelogram
- Selectable cutting direction

IW0-200 & IW0-220 &
IWO0-260

- One-side swing

Three knives in the base unit
One knife in the arm

Infinitely adjustable swing-arms
Linear lateral movement
Selectable cutting direction

SMG

- Both side swing

- Three knives in the base unit

- Two knives in the arm

- Infinitely adjustable swing arms
- Selectable cutting direction
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Herbicide

HERBICIDE SYSTEM 120 LT.

1 plastic tank with 120 [t. capacity

Control unit: Pump + each spraying arm
Manometer, pressure regulator, drain valve
Selectable between single or double nozzle
Optional lance available on request

Model M2: C150 & G170
One spraying arm on the right side

Model IWO: 200, 220 & 260
8y One spraying arm on the base unit or swing arm

Model M2: F210, D230 & K250
One spraying arm on each side

HERBICIDE SYSTEM 140 LT.

2 plastic tanks each with 70 lt. capacity
Control unit: Pump + each spraying arm
Manometer, pressure regulator, drain valves
Selectable between single or double nozzle
Optional lance available on request

Model SMG: 250, 280, 300, 335 & 380
Two rotating spraying arms
Mounted on the swing arms

Accessories

For all models Increased safety and visibility
Prescribed by law for driving on all public
roads

PANEL MOUNTING ‘

Length 40-120 cm
Gear box strength 40-60 HP

CARDAN SHAFT 45""H ‘_-m
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CONTROL UNIT ML/3

3x double-acting function
1x double-acting and

2x single-acting function
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Type
Working width
Lateral movement

Lateral movement
from center of tractor

Width

Length

Height

Weight

Blades

Swing arms

Gear box

Power consumption

Cut height

Attachment options
Front/rear

All data is approximate and non-binding.

M2-C150

151 cm

58 cm

150 cm

155 cm

124 cm

80 cm

258 kg

4.00:1
2.10:1

20 HP

5/7/9 cm

Yes

M2-G170

170 cm

70 cm

170 cm

175 cm

135 cm

80 cm

290 kg

4.00:1
2.10:1

24 HP

5/7/9 cm

Yes

Errors and omissions excepted.

M2-F210

211 cm

58 cm

135cm

216 cm

111 cm

80 cm

338 kg

4.00:1
2.10:1

31 HP

5/7/9 cm

Yes

M2-D230

228 cm

70 cm

149 cm

233 cm

133 cm

80 cm

359 kg

4.00:1
2.10:1

34 HP

5/7/9 cm

Yes

M2-K250

248 cm

88 cm

168 cm

253 cm

146 cm

80 cm

395 kg

4.00:1
2.10:1

41 HP

5/7/9 cm

Yes

IW0-200 IW0-220 IW0-260 SMG-250 SMG-290 SMG-300 SMG-335 SMG-380

159-209 cm 181-233 cm 208-260 cm 159-259 cm

60 cm

195 cm

164 cm

175 cm

80 cm

325 kg

4.00:1
2.10:1

24 HP

5/7/9 cm

Front/rear

77 cm

223 cm

186 cm

175 cm

80 cm

360 kg

4.00:1
2.10:1

31 HP

5/7/9 cm

Front/rear

92 cm

255 cm

213 cm

175 cm

80 cm

395 kg

4.00:1
2.10:1

34 HP

5/7/9 cm

Front/rear

53 cm

156 cm

164 cm

164 cm

80 cm

485 kg

3.55:1
2.10:1

34 HP

5/7/9 cm

Yes

181-290 cm 181-308 cm 208-335cm 248-380 cm

53 cm

170 cm

170 cm

164 cm

80 cm

515 kg

3.55:1
2.10:1

41 HP

5/7/9 cm

Yes

53 cm

181 cm

186 cm

178 cm

80 cm

530 kg

3.55:1
2.10:1

48 HP

5/7/9 cm

Yes

53 cm

195 cm

213 cm

185 cm

80 cm

545 kg

3.55:1
2.10:1

54 HP

5/7/9 cm

Yes

53 cm

216 cm

253 cm

198 cm

80 cm

595 kg

3.55:1
2.10:1

82 HP

5/7/9 cm

Yes

19




